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SenseVision DisplayPort™ Video Splitter



SenseVision DisplayPort™ Video Splitter 

USER INSTRUCTIONS 
DisplayPort™ to 3x HDMI™ 

CSV - 5300H 



SenseVision DisplayPort™ Video Splitter

CSV-5300H 
DisplayPort™ to 

3x HDMI™ 1.4

Three Monitor up to  
1920x1080p @ 60Hz 

 .  



SenseVision DisplayPort™ Video Splitter
Compliant with: DisplayPort™ v1.2a, DisplayPort™ v1.1a, VESA DDM Standard, HDMI 1.4 Specification, 
HDCP 1.3 Content protection   
Supports main link rates of 5.4Gbps (HBR2), 2.7Gbps (HBR) and (1.62Gbps RBR) from source   
Supports three HDMI 1.4 ports 
Supported output resolutions : up to 3840x2160p @ 30Hz for Single Monitor, up to 2560X1600p @ 60Hz 
for Dual Monitors and up to 1920x1080p @ 60 for Three or Four Monitors. 
Supports Advanced Wide Eye™ SerDes technology enables high Jitter performance 
Supports Adaptive Sync technology 
Works with AMD, Nvidia and Intel HD Graphics solutions 
Including Mini DisplayPort™ to DisplayPort™ adapter for max compatibility 
Functionality may vary per GPU and OS

Full HD
Monitors3x

from a single DisplayPort™ 1.2 output

Use up to



 Step 1

DisplayPort™ video splitter/MST, 
your laptop, 

HDMI™ Cables and three Screens. 

Reset Button 

Power Cable 



Connect your video splitter/MST via 
the DP to your laptop and 

plug the power cable

 Step 2

DP Cable

Power Cable



Connect your video splitter/MST to 
your HDMI™ cables

 Step 3

You can use Club3D cables: 
CAC-1311 and the CAC-1310 

HDMI™ Cables



This splitter supports three screens 
up to: 

1920 x 1080p @ 60Hz quality 



Lean back and enjoy 
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