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Thank you for purchasing our CSV-1582 Product. After unpacking the product, 
please make sure you have all the items provided and checked for any damages. 
In case of any missing/damaged parts please inform your supplier immediately.

You should have: 
• CSV- 1582 Thunderbolt™ 4 Certified 12-in-1 Docking Station
• Power Adapter 21V6.4A(134Watt)
• TB4 Cable 0.8m / 2.62 ft M/M(for connection to host)
• QR code for the QIG(Quick Installation Guide)

Thunderbolt™ 4 Certified 12-in-1 Docking Station

Disclaimer: While we endeavour to provide the most accurate, up-to-date information available, the content on this document may be out of date or include omissions, inaccuracies or other errors. Products might obtain a certification during their lifetime. This doesn’t 
change or alter the product specifications and/or performance in any way. Club 3D will provide the updated information on their website www. Club-3d.com at her discretion. Therefore Club 3D does not accept any rights claimed on the content of this document. Please 
refer to a full overview of our Legacy Terms and Conditions on www.club-3d.com. All other brand names are trademarks or registered trademarks and are the property of their respective owners. All content is subject to change without prior notice.

Copyright © 20234 Club 3D B.V.     www.club-3d.com

The Club 3D CSV- 1582 is a Certified Thunderbolt™ 4 12-in-1 Docking Station 
which provides the most advanced, efficient, and versatile I/O solution available 
with up to 40Gb/s for data and video. Combining the TB4 features with the ease of an 
integrated dock, allowing you to output 3 Streams to 3 displays simultaneously with 
extended desktop displays on a TB4/USB4 Windows PC. Ethernet RJ45 supports max 
2.5G bandwidth. USB ports support max 10G data transmission.

Warning Safe Usage: Only to be used at altitude 2000 meters/6562 feet and below.

Included:
Power Adapter 

21V7.6.4A(134Watt)

Note: Please use Acrobat for interactive PDF

Total length aprox.:22,5 cm/ 8,86"
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