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Connect your 8K HDMI™ Source device to one of the ports.


How to select the Input Source


Do not forget to connect 
the CSV-1381 to the 
supplied Power Adapter


Please use a Premium
8K HDMI™ Cable.
The input and output 
cables length is 
max 2m/.6,56ft


Connect your 8K HDMI™ 
Monitor/Beamer/TV


to the Output HDMI™ Port


Use the Select Button
on the CSV-1381 Unit.
Or the remote control 
to select the Input Port.


How to select the Input Source


Input 1 Selected


Input 2 Selected


Input 3 Selected


Use the Select Button on the front 
panel of the CSV-1381 Unit. 
Or the remote control (number 1,2 ,3 
or use the forward/backward arrows) 
to select the Input Port.
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Thank you for purchasing our CSV-1381 Product. After unpacking the product, 
please make sure you have all the items provided and check for any damages. 
In case of any missing/damaged parts please inform your supplier immediately.


You should have: 
•  Club 3D CSV-1381 3 to 1 HDMI™ 8K60Hz Switch
• IR Remote controller (incl CR2025 Battery)
• Power Supply 100-240VAC/ 5V1A DC(Please Specify Plug type when ordering)
• QR Code for downloading the Quick Install Guide (QIG)
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The Club 3D CSV-1381 is a 3 to 1 HDMI™2.1a spec. Switch that routes your high-definition 
video and digital audio from any one of the HDMI™ inputs to an 8K60Hz/4K120Hz 
HDMI™ output. The easiest way of connecting your High-Resolution game consoles 
and/or your PC/Laptop to 1 High-Resolution HDMI™ display up to 8K60Hz or 4K120Hz. 
All inputs are capable to accommodate up to 8K60Hz/4K120Hz highdefinition video 
sources simultaneously. The output sends the high-definition audio/video signals to a 
high definition(8K60Hz) HDMI™2.1a spec. Display. Switching inputs can be done by key 
pressing, on the unit itself, or with an IR remote unit for easy switching.


•  On the Remote controller, please remove the protective insulation 
from the battery to make it operational


•  Please connect your Display to the Connector marked Output
•  Connect your various source equipment to the respective Input 


connectors
•  Connect the Power supply to the DC Power Input jack
•  Select your desired input by pressing the Select button on the front 


of the unit- or- by pressing the desired Input number on the remote 
controller or press the forward/backward arrows till the desired Input 
is selected. The selected input will be lit on the front of the unit.


In case you need support with choosing the correct HDMI™ cables, don’t 
hesitate to contact us and it will be our pleasure to assist you.


NOTE: 
-  Please update your TV Firmware to the version which supports these 


resolutions/refresh rates !
-  Please update your Graphic drivers on your PC and make sure that DSC1.2 is 


supported on your devices to support the these resolutions/refresh rates!
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